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Introduction  
 
Welcome to the Dyna Pro Dynamometers Software manual for Dyna Run V3. Please carefully read the installation 
instructions for this software before commencing with the actual software install. 
 
This software manual gives the operator detailed information on program features, functions, menus and system 
configurations, required for the operation of Dyna Run V3. 
 
Please be aware that this is a general software manual covering all aspects of the Dyna Run V3 software, some of the 
features, functions, menus and system configurations may not be available to the operator as result of those features 
being specific to a particular model of Dynamometer. 
 
Keep this reference manual in a convenient place, as it is a valuable reference source in the use of the Dynamometer. 
 

 
 
 

Conventions Used In This Manual  
 
To make reading and understanding this manual more convenient certain naming conventions have been used 
throughout this publication. 
 
 

Convention Used Description 

  NOTES  The Note icon indicates a special point of notice for the operator. 

  CAUTION! !!  
The Caution icon indicates a potential hazard to the dynamometer equipment or to the vehicle 
being tested. Follow all procedures exactly as they are described and use care when performing 
all procedures. 

 WARNING! !!  
The Warning icon indicates potential harm to the person performing a procedure and/or the 
dynamometer equipment. 

óItalicô Italic hyphened items are names, processes and menu names. 

Bold  
Bold Highlighted, items that you can select on within the software, including buttons, menus, 
check boxes and radio buttons. 

 
 

 
 

Technical Support  
 
For technical support and assistance please contact Dyna Pro Dynamometers Ltd at +44 (0) 1256 363063 or an 
appointed agent. 
 
Dyna Pro Dynamometers Ltd can also be contacted by mail at Unit 18, Sherrington Way, Lister Road Industrial Estate, 
Basingstoke, Hampshire. United Kingdom RG22 4DQ, or visit us on the world wide web at www.dynapro.co.uk, for the 
latest product release and updates. 
 
 
 
 
  
 
 
 
 
 

http://www.dynapro.co.uk/
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Dyna Run V3 Software Installation  
 
Computer Specifications  
 

Minimum System Requirement  Recommended System Requirement  

Å IBM compatible Computer Å IBM compatible Computer 

Å Microsoft® Windows 2000/XP (Home or Professional) Å Microsoft® Windows 2000/XP (Professional) 

Å Pentium 1.5 GHz processor (Inertia Machines) Å Pentium 2.4 GHz or faster processor (Inertia Machines) 

Å Pentium 2.6 GHz or faster processor (LC Machines) Å Pentium 3.2 GHz or faster processor (LC Machines) 

Å 256 Mb of available Ram Å 512 Mb of available Ram or greater 

Å 1 Free USB 1.1 Port Å 2 Free USB 2.0 Ports 

Å 800 x 600, 256 colour monitor (SVGA) Å 1280 x 1024 256 colour monitor (SVGA) or better 

Å 2 Gigabyte hard drive Å 5 Gigabyte hard drive or better 

Å 150 MB of available hard-disk space Å 250 MB of available hard-disk space or better 

Å CD-ROM drive (16x or faster)  Å CD/DVD-ROM drive (16x/4x or faster) 

Å Printer (if hard copy prints required) Å Printer (if hard copy prints required) HP Compatible 

 

Software Installation  
 
Installing Dyna Run V3 Application Software  
 
1. DO NOT connect the USB cable from the computer to the Dynamometer. 
2. Insert the CD-ROM disc into your CD-ROM Drive. 
 
 

 
 
This óWindows Installerô dialog box will be displayed. 
 
Press Cancel  if you wish to óQuitô without installing óDyna Run V3ô. 
 
 
 

 
 

 
 
 
 
 
 
 
 
Please read the óDyna Run V3 Setupô dialog box and 
then when ready press the Next  button. 
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If you agree to the óLicence Agreementô the select I 
accept the licence agreement  radio button, then 
press Next  to continue. 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
Enter your óNameô and óCompany Nameô if you wish, 
insure that Anyone who uses this computer  radio 
button is selected, then press Next  to continue. 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
Please leave all these settings as defaulted in the 
dialog box. Press Next  to continue. 
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Press the Next  button to start the óDyna Run V3ô 
installation. 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
óDyna Run V3ô installation will take a few minutes to 
complete, the óProgress Barô will show you the current 
status of the installation. 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
Press Finish  to complete the installation. 
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You will be asked to óRestartô your system, press Yes 
to restart your computer. 
 
 
 
 
 
 
 
 
 

 
 
Uninstalling Dyna Run V3 Application  
 

1. Select Start   
2. Click Control Panel.  
3. Look for Add/Remove Programs and double-click. 
4. Locate óDyna Run V3ô and press the Remove  Button. 

 
 
Anti Virus Tools (Norton, MacAfee, Symantec etc)  
 
Some anti-virus software may stop the software from installing, if this is the case please temporarily stop the anti virus 
service during the install procedure. 

 
For best performance from your Dyna Run V3 software please also remove virus file checking from the óDyna Pro 
Dynamometerô directory and its sub folders. 
 
If you have loaded Dyna Run V3 into the óLocal Drive C:ô then it will be located under the óProgram Filesô Folder. 
 
 
Dyna View V2 Stand alone Graph Viewing Software  
 
óDyna Run V3ô comes with a stand alone graph viewing software package, that can be included with a customers óDyno 
Runsô so that they can open and print óDyno Runsô from there own PC, if they are given there óDyno Runsô on a CD-ROM. 
 
The óDyna View Installer packageô Named óDynaView_Setupô is located under óMy Computerô > óLocal Drive C:ô > 
óProgram Filesô > óDyna Pro Dynamometersô > óDyna View Softwareô.  Copy this file to the customers CD-ROM with there 
óDyno Runsô. 
 

  NOTES    DO NOT install  óDyna View V2ô onto your computer that is Running  óDyna Run V3ô 

 
 

Dyna View V2 Customer Install  
 

1.     Insert the CD-ROM, which you have burnt for them into there CD-ROM Drive. 
2.     Locate and double-click the óDynaView Setupô file from their CD-ROM Drive Directory. (Normally the d:\ Drive) 
3.     Follow the on-screen instructions to install óDynaViewV2ô 
 
Please note that óDyno Run Notesô cannot be modified if opening óDyno Runsô from the CD-ROM, If the customer wants to 
modify óRun Notesô etc they must copy the óDyno Runsô onto there PC.  

 
For further Help or Instructions please contact Dyna Pro Dynamometers Ltd 
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Dyna Pro Driver Installation  
 
Installing Dyna Run  Drivers  
 
Once the óDyna Run V3ô software has been installed and the computer has been rebooted, connect the USB Cable from 
the Dynamometer to a spare USB port, and switch on the Dynamometer. 
 
 

  NOTES   The USB cable  MUST NOT be plugged into a USB multi -port Hub.  

 
 
 

 
 
 
 
1.    Windows will display a message of óFound New  
       Hardwareô and will display a new window. Select from this window 
       No, Not this time  and click Next . 
 
 
 
 
 
 

 
 
 
 
 
 
 
2.    Select Install from list or specific location (advanced)  
       and click Next . 
 
 
 
 
 

 
 
 
 
 
3.     Search for the best driver in these locations  must be 
        selected, and put a Tick  in the check box for Include this  
        location in the search . 
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4.      Press the Browse  button, and locate the óDyna RunV3ô CD-ROM, 
         which will be under a folder of óMy Computerô and press the ó+ô box  
         next to it. 
 
         Locate the óDrivers folderô and press the ó+ô box next to it. 
 
         Left click with the mouse the óDyna Pro USBô folder. 
 
         Press the óOKô button when finished. 
 
         Then press the Next  button on the returning window. 
 
 
 

 
 

 
 
 
 
 
5.      Press the Continue Anyway  button.  
 
         Driver Installation will now take place. 
 
 
 
 
 
 

 
 
6.      Press the Finish button. 
 
         Windows will then display a message that your óHardware is installed  
         and ready to Runô. 
 
 
7.      Drivers and software are now installed and are ready to run. Double- 
         click on the óDyna Run V3ô icon on your Desktop. 
 
8.     Select the Model type, and accessories for your óDyna Pro  
        Dynamometerô and press OK I have Finished . 
 
 

 
 
Uninstalling Dyna Pro USB Drivers  

 
1. Select Start   
2. Click Control Panel.  
3. Look for Add/Remove Programs and double-click. 
4. Locate óDyna Pro USB Driversô and press the Remove  Button. 
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Starting Dyna Run V3 for the First Time  

 

Double-click on the óDyna Run V3ô desktop óIconô or from Start  > All Programs > Dyna Pro Dynamometers  > Dyna Run 
V3. 
 
The following óWelcomeô dialog box will be displayed: - 
 

 
 
 
The óWelcome Languageô dialog box allows the operator to óChange the Languageô, that 
óDyna Run V3ô will use. 
 
 
 
  NOTES   This dialog box may appear different, and with different languages to what is show 

hear. 
 
 
 
Press Select  to óSaveô the language selection made, the óDyna Pro System Selectionô dialog 
menu will then be displayed. 
 
 
 
 
 
 

 
 

  CAUTION! !!  

 
This dialog menu controls your 
Dynamometers parameters and functions, 
please carefully select the options of your 
Dynamometer Model, and Dynamometer 
options. 
 
If in any doubt please contact Dyna Pro 
Dynamometers Ltd or your appointed 
agent. 
 
Press OK ï I have finished  to setup your 
Dynamometer. 
 
If you have a óStandard Inertia Onlyô 
Dynamometer then you will taken strait to 
the óMake Run Screenô, Dynamometer 
installation is now complete. 
 
If you have a óLCô or óLoad-Cellô type 
machine then the following message box 
will be displayed. 
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Please read and understand the message box 
displayed, then press the OK button. 
 
Insert the óPAU Parameter Filesô disk into your CD-
Rom drive, then wait for the following dialog box. 
 
 

 
 
 
 
Check that your óDyno Serial Numberô and óPAU Serial 
Numberô displayed in the dialog box match the serial 
numbers on your machine. 
 
If the serial numbers are confirmed as correct press 
the Confirm  button.  
 
If the serial numbers are incorrect then please contact 
Dyna Pro Dynamometers Ltd or your appointed agent, 
and press the Cancel  button 
 
Once you have pressed the Confirm  button the 
following message will be displayed. 
 
 
 
 

 
 

 
Your Dynamometer installation is now complete. 
 
Double-click on the óDyna Run V3ô desktop óIconô or from Start  > All Programs > 
Dyna Pro Dynamometers  > Dyna Run V3, to start óDyna Run V3ô 
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Dyna Run V3 Display Summary (Make Run Screen)  
 

Dyna Run Main Display with Air/Fuel Gauge  
 
    Log Mode Display              Real Time Air Fuel Display  Comm.ôs Indicator 
 Drop Down Menus         

Brake Indicator             Machine Model and Software Version 
 

 
 
 
Quick Ignition Controls 
 
Tell Tail Needle 
 
 
 
 
 
Left Hand Display 
Clock 
 
 
Shift Lights 
 
 
Digital Clock Display    
 
 
Eddy Brake 
Temperature Display                  
 
 
 
 
 
 
 
Real Time Torque 
display 
 
Auxiliary Sensor 
Displays 
 
 

 

 

 
Eddy Brake Control 

indicators 
 

Right Hand Display 
Clock 

 
 
 
 
 
 
 

Atmospheric Display                  
 

 
 

Message Display 
  

  
 

Eddy Brake Load 
Display  

 
 
 
 
 
 
 

Real Time Power 
Display 

 
                                   
 
 

 
 

 
 
  Status Bar        Real Time Power & Torque Graph 
          Eddy-Brake Controller Display 
 

Dyna Run Ma in Display without Air/Fuel Gauge  

 
 
 
 
 

 

 

 
 
 
 

Atmospheric Display                  
 

 
 
 
                                   
 
 

 
 

 
 

  NOTES   Please be aware that some Functions, Menu Options and Graphic Displays shown above may not be available 

on all Dynamometer Models. 
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Software Function & Menus  
 

Drop Down Menus - óFileô 
 

 
The drop-down File Menu allows the operator to Open and Save óDyno 
Runsô, as well as Exiting óDyna Run V3ô. 
 
 
Left mouse click on File to show the File drop-down menu. 
 
 
 
 
 
 

 
 

óOpen Dyno Runô 
 
 
 
Left mouse click on Open Dyno Run  to show the óOpen Dyno Run Fileô 
dialog window. 
 
 
 
 
 
 
 

 
 
 
 
Select the file you wish to view then click on the Open  button. 
 
This dialog box is a standard Microsoft Windows dialog box; you 
can change folders, create folders, rename files, and change 
directories etc. 
 
There are also two other óOpen File Dialog Modesô, which are 
activated by the Show Notes  button and the Show Graph  
button. 
 
 
 
 

 
 
 
 
óShow Notesô Mode (Show Notes  button pressed) 
 
This dialog box is a standard Microsoft Windows dialog 
box; you can change folders, create folders, rename files, 
and change directories etc. 
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By left mouse click on any of the óDyno Run Filesô, the óFile 
Run Propertiesô window will update with the file selected. 
 
Double left mouse clicking or pressing the Open  button will 
then open the file in óDyna Viewô. 
 
 
 
 

 
 
 
 
 
óShow Graphô Mode (Show Graph  button pressed) 
 
This dialog box is a standard Microsoft Windows 
dialog box; you can change folders, create folders, 
rename files, and change directories etc. 
 
 
 
 
 
 
 
 
 
 
By left mouse click on any of the óDyno Run Filesô, the 
óFile Run Propertiesô window will update with the file 
selected and a graph preview will be shown. 
 
If you try to preview an invalid óDyno Run Fileô it will 
display a message informing you that the file is óNot a 
Valid Dyno Run Fileô. 
 
You can also open multiple óDyno Run Filesô by right  
mouse button  and dragging , or by holding the ALT 
key pressed while individually left mouse clicking on 
a óDyno Run Fileô . 
 
A maximum of 4 óDyno Run Filesô can be opened and 
shown at any one time. 
 
 
Double left mouse clicking or pressing the óOpenô 
button will then open the file in óDyna Viewô. 

 
 
óRecent Filesô 
 

 
 
The Recent Files  option will show the operator a 
list of the last 15 óDyno Run filesô that have been 
opened and viewed. 
 
You can left mouse click on any of these files and it 
will be opened for viewing in óDyna Viewô. 
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óSave Dyno Run Asô 
 

 
 
This Function allows the operator to óSaveô the name and any additional data for a 
vehicle, which is about to be tested on the Dynamometer. 
 
Left mouse click on Save Dyno Run A s to open the óDyno Run Save Asô dialog 
windowô. 
 
 
 

 
This dialog box is a standard Microsoft Windows dialog box; you 
can change folders, create folders, rename files, and change 
directories etc. 
 
Select the folder you wish the óDyno Runô file to be saved in, 
then enter a file name of your choice. 
 
  NOTES   Some keyboard characters have special uses, do not 

use ó ñ,/ , \  , @ , $ , *ô 
 
Press Save when completed or Cancel to exit without saving 
the óDyno Runô. 
 
Once you press the Save button the following dialog box will be 
displayed. 
 

 
The óDyno Run Information Fileô dialog allows the operator 
to enter more specific data about the vehicle about to be 
tested. 
 
The only data field that must be completed is the field 
marked as Title , all other fields can be left blank if required.  
 
If you leave the Title  field blank and press the óOKô button 
a message box will be displayed asking you to enter a óTitle 
Nameô. 
 
Press óOKô when completed or Cancel to exit without 
saving. 
 
You may also choose to import the óDyno Run Informationô 
from an existing óDyno Testô file. Please see below on how 
to do this. 

 
óImport Run Notes Data ô 

 
 
 
By pressing the óImportô button from the above óDyno Run 
Information Fileô dialog show above, an óImport Run Notesô dialog 
box will be shown.  
 
The óImport Run Notesô dialog box looks and acts the same as the 
óOpen Dyno Run Fileô dialog window, but instead of opening a óDyno 
Run Test Fileô, when you óClickô on the óImportô button it will copy all 
of the óDyno Run File Informationô that you have selected into your 
current óDyno Run File Informationô window. 
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Once you have óImportedô your  óRun Notesô then your 
currently displayed óDyno Run File Informationô window will 
look similar to this. 
 
You can still change any of the data that is shown in the 
óDyno Run File Informationô window. 
 
Press óOKô when completed or Cancel to exit without 
saving. 
 
 
 
 
 
 

 
óExitô 
 

 
 
This function will end your session with óDyna Run V3ô, óDyna Run V3ô will 
terminate and you will be returned to your desktop screen. 
 
 
 
 
 

 
 
 
 
The Quit  button on the óMake Run Screenô has the same function as 
described above. 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 




















































































































